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REQUIRED) STEEL SPACER
4"x4"x1.43" THICK (OR AS
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0.00-0.08 [2.00]
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0.13 [3.18]

3.00 [76.20]

[50.80]

2.00

4.94 [125.41]

39.87 [1012.70]

2.00 [50.80]18.94 [480.95]

3"x6" TUBE
FOR ATTACHMENT OF
OPTIONAL LOCATIONS

[152.40]

6.00

3D

2DTYP.

5.00 [127.00]

0.92 [23.37]
3.16 [80.26]
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MISC. - 5005

5005

(TYPICAL 4 PLACES)
DRILL & TAP 1/2"-13
4"x5"x1/2" STEEL PLATE

3"x6"x1/4" TUBE 6" LONG

1.
50

 [3
8.

10
]

81.74 [2076.20]

PERIPHERY & DOWN CENTER OF PANEL.
2.0 WIDE STEEL SPACERS AROUND

1D

100.00 [2540.00]

4D

FOR 3/8" BOLTS @ 8" PITCH
1/2"x3" STEEL PLATES, DRILL & TAP

THOMPSON 60 CASE LINEAR BLOCK
#SPB-24-OPN W/ ASSOCIATED
LINEAR RACE

THOMPSON 60 CASE LINEAR
RACE #SR-24-PD

6"x4"x1/2" ANGLE CONTINUOUS

[7
6.

20
]

3.
00

[2
5.

40
]

1.
00

1/4

1.29 [32.77]

1.35 [34.29]

2.50 [63.50]

1.25 [31.75]

5.00 [127.00]

HOLE (TYPICAL 4 PLACES)
PLATE DRILL 1/2" THRU
4"x5"x1/2" STEEL WASHER

[104.78]

4.13

SCALE: 3" = 1’

 SECTIONC

.25 [6.35]

6X Ø.50

1.00 [25.40]

G  DETAIL
SCALE:1/2=1"

1 REQ’D.

1 REQUIRED

  5

3

  2

4

G

9

ITEM NO.

HUTCH STANDARD 2M DOOR PANEL

3/4" = 1’-0"

(914) 567-0677 (FAX #)

5/11/95

VARIOUS

DATE:

SHEET NO.

HIGH RESOLUTION HUTCH

LOG NUMBER:

RESP. ENGINEER

W.J. MOREAU, P.E.

C.T. BROWN, PE.
DWG. NO.:

DATE

ANGULAR

ALL DIMENSIONS ARE IN INCHES
UNLESS OTHERWISE SPECIFIED:

ACCORDANCE WITH LATEST
DIMENSIONS & TOLERANCING IN

ACCORDANCE WITH LATEST
SURFACE TEXTURE TO BE IN

BREAK SHARP EDGES .03 MAX.
REMOVE ALL BURRS AND

K.R. LYTLE

DWG. BY

CHECKED BY

ANSI Y14.5

ANSI B46.1

TOLERANCES

–.005 (0.127)

SURFACE ROUGHNESS

–.01 (0.25)
–.03 (.762)

.XXX

DECIMALS
.X
.XX

DRAWING TITLE:

DATE

DATE

SCALE:

BOOTH TITLE:

125

–.25*

ARGONNE, IL. 60439-4814

9700 SOUTH CASS AVE.

P.O. BOX 44

Taconic Design
CONSULTANTS

ARGONNE NATIONAL LABORATORY

TECKNIT SHIELDING SYSTEMS, INC

LAGRANGEVILLE, N.Y. 12540

(914) 223-5194

NEWBURGH, N.Y. 12550
1027 UNION AVENUE

PASSAIC, N.J. 07055

(914) 567-9061

838 MAIN AVENUE

(201) 778 6200

DWG/PART NUMBERITEM NOMENCLATURE OR DESCRIPTION QTY.

MATERIALS / PARTS LIST

NO. DATE BY

REVISIONS

COMMENTS

1 OF 2

[381.00]
15.00

[381.00]

C

NOTE:

1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED
SHEET.  FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER
DETRIMENTAL DEFECTS.  MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY
WITH FEDERAL SPECIFICATION -QQL201.  HUTCH SHALL MEET ALL APPLICABLE
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
AND 114, ANS N43.2 AND DOE ORDER 5480.11

SHEET BLANK @ CORNER

PREPARATION
AS NEEDED

TO PRODUCE

CORNER SEAL WELD

2-8.06

3/32

TYP.

TYP.

2.0 WIDE PERIPHERY LEAD SPACERS

1/4 THK. SHEET

SEALED CORNER

R.18 [4.57]

SIDING PREPARATION

TYPICAL DETAIL

SHEET BEND

SECTION AROUND PERIMETER

SCALE:1/2=1"

12 GA. (.1046) SHEET CRS

LEAD THICKNESS VARIES

DRILL 7/32"Ø HOLES

0.50 [12.70]

8X R.25 [6.35]

4X

4X

.75 [19.05]

1.50 [38.10]

3.00 [76.20]

   2XD
SCALE:1/4=1"

 DETAIL

15.00

 ELEVATIONA

B

D

 SECTIONB
SCALE: 3" = 1’

1D

(TO BE MOUNTED AT EACH END)

1 6/1/95 C.T.B. ADDED SPACER AS REQUIRED

1

7.00 [177.80]


